Product Picture

Connector type MIL
CPU Intel Xeon-D1577
3x SSD
(RAID 0,1 & 5)
VGA

2x USB3.0 (USB-A)

2x RS232 (RX/Tx)

2x 1000Base-SX

16-32V DC
SD Card reader -
FAN (external) Yes
Power connector ITT/KPA

MIL
Intel Xeon-D1577
3x SSD
(RAID 0,1 & 5)
VGA
2x USB3.0
3x USB2.0

2x RS232 (Full)*
2x RS232 (RX/Tx)*
4x 1000Base-T

1x Eth IPMI
16-32V DC

*Changeable to RS422 in software

MIL
Intel Xeon-D1577
3x SSD
(RAID 0,1 & 5)
1x DVI-D
2x USB3.0
3x USB2.0
3x USB2.0 (USB-A)

2x RS232 (Rx/Tx)

2x 1000Base-SX

16-32V DC

Model Comparison CS1100 Series

MIL
Intel Xeon-D1548
3x SSD
(RAID 0,1 & 5)
VGA

3x USB2.0

4x 1000Base-T

16-32V DC

MIL
Intel Xeon-D1548
3x SSD
(RAID 0,1 & 5)
VGA
2x USB3.0
3x USB2.0

2x RS232 (Full)*
2x RS232 (RX/Tx)*
4x 1000Base-T

1x Eth IPMI
16-32V DC

Industrial
Intel Xeon-D1577
3x SSD
(RAID 0,1 & 5)
VGA

4x USB3.0
2x USB2.0

1x RS232 (Full)*

4x 1000Base-T

1x Eth IPMI
16-32v DC

Industrial
Intel Xeon-D1548
3x SSD
(RAID 0,1 & 5)
VGA

4x USB3.0
2x USB2.0

1x RS232 (Full)*
3x 1000Base-T
1x 10GBase-T

1x Eth IPMI
16-32v DC

Cs1101 CS1102 CS1105 Cs1107 Cs1108 Cs1121 Cs1122 Cs1123

Industrial
Intel Xeon-D1577
3x SSD
(RAID 0,1 & 5)
DVI-D

4x USB3.0
2x USB2.0

1x RS232 (Full)*
3x 1000Base-T
1x 1000Base-SX

1x Eth IPMI
16-32v DC



